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EFFECTS OF AXTAL-PLANE CURVATURE AND PASSAGE-AREA
VARIATION ON FLOW CAPACITY OF RADIAL-DISCHARGE
IMPELLER WITH CONVENTIONAL INLET BUCKETS

By William X, Ritter, Ambrose Ginsburg
and Alfred C. Redlitz

SUMMARY

An experimental radial-discharge impeller was deslgned to have,
by comparison with conventional impellers, a long radius of axial-
plane curvature, & large axial depth, and a small inlet-blade root
diemeter. The impeller had conventiocnel inlet-bucket bending and
inlet and discharge dlameters similer to an existing commercial
impeller. This experimental impeller was tested as part of an
investigation to improve the flow capaclty of radlal lmpellers.

The performance effect of impeller passage aree was investigated

by tests of a series of three impeller front-shroud profiles. The
impeller passages of profile 1 had constant area along the mean flow
path teken in an axial plane. Profiles 2 and 3 had uniformly con=-
verging areas along the mean flow path.

The best performance for the experimental impeller was obtained
with impeller blads profile 1, but the advantages over profiles 2
and 3 was apparently diminishing with increasing impeller tip speed.
A comparison of specific flow cepacity with that of a conventlonal
radial-discharge impeller of approximately equal inlet and dlascharge
diameters and with that of a mixed-flow impeller at an impeller tip
speed of 1200 feet per second showed the experimental impeller to
have a gpecific capacity 47 porcent groater than the conventional
radial -discharge impeller and 2 percent greater than the mixed-flow
impeller, Most of the increase in volume flow capacity of +this
impeller, as compared with the conventlonal radial-discharge impel-
ler, may be abttributed to the gradual change in directlon of the
impeller passage resulting from the rear shroud profile of large
radius of curvature and the large axial depth. A small increase in
volumo flow capacity was due to a slightly larger impeller-inlet
annular area.
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INTRODUCTION

The volums flow capacity of the radial-discharge centrifugel
impeller must be improved to meet the Increasing air-flow require-
ments of aircraft power plants. The volume flow capaclty of a
radial-discharge centrifugal impeller would be expected to depend,
for fixed inlet and discharge diameters, on the entrance angle, the
blade curvature that determines the rate of change of angular veloc-
ity of the air, the curvature of the passage in theo axial plane, and
the area and aroa variation along the passages., DParts of an inveas-
tigation to debormine the effects of the entrance angle of the blades
and the blado curvature that determines the rate of change of angular
veloclity of the air have been reoported in references 1 and 2.

The prescnt investlgation wos made at the NACA Cleveland labo-
ratory to £ind the effcct of groatly decreasing the rate of turning
the air in the axlal plane as compered with conventional impellers,
with consoquent increase in axial depth, and to investigate the effect
of changing the passoge-area varietion on this deep impoller. An
oxperimental impcellor was designed and constructed to have inlet and
- digchoarge dlametors similar to an existing commercial production impel=-

lor but a greatly incroased axial depth to permit more gentle curvature -

in the axisl plane. Tho inlot buckets of the impoller blades conformod
to conventional practice of die bonding. Tho performanco cffect of
varying tho pagsago aros was investigatod by comparative tests of tho
oxporimontal impollor with three profiles of the blados.

IMPELLER

The basic experimental impeller was designed and constructed
to have o large axial depth to permit o gentle curvature In the axial
plane with the inlet and discharge diemeters approximately equal to
those of an existing commerclal production radial-discharge impeller.
Both impellers had similar conventionol inlet-blade bending with the
entrance blade angle approximately the same in each case. Dimensions
and details of the two Impellers are as follows!

Thlet-|Iniet-|Outlet-|Axial |[Blade |Number of
blade |tip tip depthlheight |impellex
root |diam- |diam-~ |(in.)lat dis-|blades
Impeller {diaom- |eter |eter charge
eter (in.) | (in.) tip
(in.) (in.)
Bagic exper-{ 1,32 6.80 12.0C 4,881 1.00 14
Imental
Conventional| 1.97 6,80 12,23 2.44 93 16
radial
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The small difference in outlet~tip diameters, which resulted
from making the tip dlameter of ithe basic experimental impellier
12,00 inches for convenience of test installation, was assumed to
have negligible effects on the performance comparison of the two
impellers. The reduced Iinlet-blade root dlameter of the bhasic
experimental impeller was used in conjunction with the increased
axial depth to obtain the more gentle curvature in the axlal plane
as well as an lncreasged lnlet annular aree. The small impeller hud
resulting from the reduced inltet-blade root diameter necessltated
a reduction in the number of impeller blades from 16 to 14.

A sbub shaft with collar fastened to the rear of the impeller
web by locking cap screws was used because the size of the hub pro-
hibited use of a through shaft. The lmpeller was machined from an
aluminum forging. The inlet buckets had a circular curvature and
were formed by cold bending after mechining. The inlet blade angle
varied from 45° at the tip to 0O° at the blade root; the angle was
controlled by an axial tapor along the leading edge of the blads.
Figuroe 1 shows a photograph of the basic experimental impeller,
designated impellier blade profile 1.

In order to determine the effect of convergence of impeller
passage arca on the performance of the impeller, three impeller
blade profiles were designed and tested. For each blade profile,
the rate of change in passage area was apvroximately constant along
a mean flow path taken in an axial plane. The ratios of impoller-
dischargo passage arca to impeller-inlet passage area (the passage
arcas in each casc wers normal to the mean flow line) wore as follows:

Impeller blade profile Ratio of discharge passage
aroa to inlet passage aroa

1 (basic experimontal) 1.00

2 . 77

3 .85

Tho area retlo of Iimpeller blade profile 1 was approximately ths
seme as that of the commercial production impeller, which was used
for comparative purposes in this report. Dimensions of the exper-
imantel impeller, including the three blade profiles, ars shown in
figure 2.

APPARATUS AND TEST PROCEDURE

Test setup. - The exporimental Impeller was tested in combina-
tion with a vaneless diffusor in a variable-component superchargor
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test rig. The vaneless dlffuser was 34 inches in diameter and its
design was similar to diffusers that in previous tests had shown
good pressure conversian over a wide range of operating conditions.
The same diffuser was used with each of the three impeller blade
profiles; but in each case the diffuser throat section was changed
to form a smooth conbtour between the impeller front shroud and the
front diffuser wall. The variable-component supercharger test rig
was asg described in rsference 3 except that a flat-plate front
collector cover was used for simplification of instrument installa-
tion. The experimental impeller was driven by a 1000-horsepowsr
alrcraft engine in conjunction with a speed-increaser gear.

Instrumentation. ~ Temperature and pressure measurements were
made according to standards in refersnces 3 and 4 wherever appliceble.
All air temperatures were moagured with calibreted iron-constantan '
thermocouples and a potentlometer. Total-presssure measurements in
the inlet and dischargs ducts were made using total-pressure tubes
of 0.093-inch outaide diamster and 0.067-inch bore. Static wall
taps of 0,.020-inch bore were used in the inlet and discharge ducts.

ther pressure measurements taken included static pressures on the
front and rear walls of the vaneless diffuser at a radial distance
of 0.38 inch from the impellsr discharge tip.

Alpy-flow and pressure regulation was provided by throttle
valves of the butterfly type in both the inlet and discharge ducts.
A lergo orifice tank with a thin-plate orifice at the entrance to
measure the quantity of air flow (reference 5) was attached to the
inlet duct.

The deslred comnstant speed was maintainod with a speed strip
and a stroboscopic light operated on 60-cycle current. An eloctric
counter and a stop watch werc froquontly used to check the speed.

Tests. - Tests were conducted according to the procedure in
references 3 and 4; all teste were made using inlet air at room
temperature. For each constant tip speed, the volume flow was
variod in a number of ateps from wide-open throttlo to pulsation,
except at the flow cut-off point for the higher tip specds whore
the insufficiont driving power necessitatod a small reduction in
mass flow before tho dosired speed could bo obtained., In the flow
cut-off range, the maximum volume filow obtained was not affected by
a small reduction in mass flow. For all throtileo settings except
wido~-open throttle, a constant outlet total prossure of 10 inches
of mercury above atmosphoric pressure was maintained. Teosts wore
madeo at impoller tip speeds of 800, 1000, and 1200 feot por second
for ocach of tho throe impeller blade profiles.
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COMPUTATIONS

Performance with vaneless diffuger and variable-component super-
chargsr. - Computetions of over-all adiabatic efficlency for the unit
composed of the impeller, the vaneless diffuser, and the variable-
component supercharger collector were made in accordance with refer-
ence 4. The flow parameters - corrected volume flow Qlt/kfg— and

gpecific capacity. Qlt/a/é-DZZ — and the Mach number parameter
U/J8 were computed according to the method of reference 6, where
Qlt is the volume Tlow at the total pressure at the impelier inlet,

U 1is the actual impeller tip speed, Dz 1is the impeller-discharge
tip dlameter, and & 1is the ratio of the absolute inlet-alr temper-
aturs to NACA standard sea-level air temperature. Two additional
flow paramsters calculated were corrected volume flow per unlt
Impeller-inlet tip dlameter sguared Qlt /Q/G D12 and corrected

volume flow per unit impeller-inlet annular arsa Qg /C/G Ay,

Impeller performence. - Adlabatic efficlency Ngg Was calcu-

lated at a point in the diffuser passage 0.38 inch from the impeller
discharge for each test using calculated total presmsures. The total
pressure at this point in the diffuser (6.38-in. radius) was deter-
mined from the computed dynamic pressure and the measured static
pressure. The calculations were made on the assumptions that there
wag no change in total temperature of the air from the impeller tip
through the insulated system to the measuring station in the dis-
charge duct, that the friction loss between the impeller discharge
and the measuring point was negligible, and that the velocity was
congtant across the diffuseor psssage. The velocity and the density
of the alr were found from the measured static pressure, the conti-
nuity of flow, and the foregoing stated assumptions.

RESULTS AND DISCUSSION
Comparative Volwme-Flow Characteristics of
Baslic Experimental Impeller

Impeller volume~flow characteristics were analyzed on a volume-
flow-capacity basis for the given impeller slze; these characteristilcs
are shown by specific capaclties and volume flows per unit impeller-
inlet tip diameter squarod. The flow-capacity effects of impeller-
inlet annular arca and impeller axial-planc curvature are shown by
comparative volume flows on a hasls of gpecific capaclty and flow per
it impelleor-inlot annular area. :
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Comparison with conventional radial-discharge impellexr of
approximately equal inlet and discharge diameters. - A comparison
of the performaence of the basic experimental impeller (profile 1)
with that of the conventional radial-discharge impeller on a
specific~capacity basis is shown in figure 3. Both impellers were
tested with the same type of vaneless diffuser under similiar test
conditions. The performance data for the conventlcnal radial-
discharge impeller were taken from unpublished NACL teste. The
basic experimental impeller at a tip speed cf 800 feet per second
had a 59-percent advantage in specific capacity over the conven-
tionel radial-discharge impeller and a 5-point higher peak adia-
batic efficiency, At a tip speed of 1200 feet per second, the
basic experimental impeller had a 47-porcent advantage In specific
capacity over the conventional radial-discharge impeller and a
l-point lower peak adiabatic efficiency. The basic experimental
impeller and the conventional radial-discharge impeller were com-
pared on & basis of corrected volume flow per unit impeller-inict
tip diameter squared (fig. 4). For the given inlet tip diameter,
tho same for both impellers, the basic experimental impeller had
a S54-porcent adventege in flow capacity at a tip speed of 800 feet
por second and a 4l-mercent advantage at a tip spocd of 1200 foet
por second. The spocific-capacity comparison end the comparison
on & basis of corrected volumeo flow por unit inlet tip dlameter
squared showod tho suporiority in volume flow capaclity of the
baslic oxporimontal impeller.

In order tc differentlate between the effect of the reduced
inlet-blade root diameter, and the rear shroud of large radius of
curvature and the large axial depth, the basic experimental Impeller
and the conventional radial discharge impeller were compared on a
basis of corrected volume flow per unit of impsller-inlet annular

area (fig. 5). As shown in figure 5, the basic experimental impeller

had a greatly increased volums flow por unit of impeller-inlet ennu-
lar area over tho speed range, thus indicating that a large percentage
of the increase in volume flow capaclity experienced with the baslc
experimental impeller may be attributed to the gradual change in
direction of the impeller passagc resulting from the rear shroud
profile of large radius of curvature and the large axial depth and
that only a small part of the increase in volume flow capaclty was

due to a slightly larger impeller-inlet annular areca.

Comparison with a mixed-flow impoller. - The flow capacity of
the basic experimental impoller was also comparcd with that of a
mixod~-flow impeller, which was tested with the same type of vaneless
diffuser under similar test conditlons. The performance data for
the mixed-flow impeller wore taken from unpublished NACA test data.
The comparison was on a basis of specific capacity, corrected volume
flow per unit impellor-inlot tip diemetor squared, and corrected
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volume flow per unlit of Impeller-inlet annular arsa at an impeller
tip speed of 1200 feet per second. (See figs. 3, 4, and 5, rospoc-
tively.) The basic experimental Impeller had a z-percent advantaga
in specific capacity, a 7l-porcent adventage on a basis of correctod
volume flow per unit impellier-inlet tip diamcter squared, and a
43-percent advantago on a basls of corrected volume flow por unit

of iupcllor~inlet annular area. The mixed-flow impeollor had highor
adiabatic efficiencies. .

Effeoct of Passageo-Areca Varlatlion on Porformance
of tho Baslc Expsorimental Impollor

A comparison of ovor-asll adiabatic efficlency and spocific
capacity (equivalent in this case to corroccted volume flow) for tho
basic experimontal impellor (profile 1) and profilos 2 and 3 is
shownn in figurc 6. Profile 1 ettainod a highor cfficioncy and a
greater volume flow &t spocds of 800 and 1000 feot poxr socond. At
1200 foot per socond, profiles 1 and 2 had about the soamc volumo
flow capacitios with profile 3 having a slightly lowor volumo flow
capacity. At this speod, profilos 2 and 3 hod & Z2-polnt advantago
in peak over-all efficioncy over profile . l.

An impoller-porformance comparison of the throee profilos basod
on adiabatic efficiencies at the impoller dischergeo is shown in
figure 7, Profile 1 maintainod higher adisgbatic efficiencies ovor
the flow renge for impeller tip spoeds of 800 and 1000 feot por
socond. At tho highest spoed, 1200 feot por sccond, profilos 1L and 2
had about the samo porformance curves with profile 3 having docreascd
adiabatic efficlencies over the flow rango. Theo comparison of impol-
lor efficiencies for the threo impeller blade profileos showed tho
basic experimentel impeller (profile 1) to have a larger volume flow
capaclty and e higher adisbatic cfficliency over the rangoe of spocds
tosted, although the advontages woro apparently diminishing with
increasing impoller tip specd. Tho cffcct of tho passage-oron chonges
on flow capaclty, howover, was slight as comparod with tho flow-
capaclty increcse that wes apparently duc to docroasod rate of turning'
in the axial plano. :

For all threc lmpoller blade profileos, poak adiobatic offi-
cloncies occurred in tho lower part of the flow range for tho speeds
togtcd. A comparison of tho over-all and Impellor officicncies shows
that tho diffuser losscs decrecsc for tho same volume flow with
smaller discharge pessago area of tho impoller, This condlitlon may be
attributed to mixing losscs in the diffusecr pesscgo at tho impollor
discharge, which appear to be inversoly reolated to the ratio of the.
impolleor relative dynomic pressurc to the impellor static prossuro,
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An examination of diffuser lampblack flow patterns and atatic pres-
sure gradients along the diffuser walls indicated that no flow
separation occurred in the diffuser.

Over-all Performance Characteristics of the
Bagic Experimental Impeller

In order to give more complete information as to the performance
characteristics of the basic experimental impeller, figure 8 shows
the over-all total-pressure ratios for the corrected impeller tip N
speeds of 792, 980, and 1181 feet per second plotted against corrected o
volume flow and specific capacity with curves of over-all adlabatic
efficiencies superimposed.

SUMMARY QOF RESULTS : -

Tosts of an experimsntal impeller with three passage-area varia-
tions and comparison of performance of the basic expbrimental ilmreller
with that of a conventional radial-discharge impeller of approximately
equal dlameters and with a mixed-flow impseller established the follow-
ing results:

1., The basic experimental impeller hes a greatly increased volume
flow capaclity as compared with the conventional radial discharge
impeller.

2. Most of the Ilncrease in volume flow cepacity of the basic -
experimental impeller, as compared with thy conventional radial-
discharge impeller, may be attributod to the graduel change in dirsc-
tion of the impeller pessege resulting from the rear shroud profile
of large radlue of curvature and the large axial depth. A small S
increase in volume flow capacity was due to a slighily larger impeller-
inlet annular aroa.

3. The spocific capacity of the basic experimental impeller was
equivalent to that of the mixced-flow impcller. S

4. The bost performance far thls exporimental impcllor was
obtained with the impellor passage having constant arsa along the
mean flow path teken in an axial planc. The adventages as compared
with the impellor paesagses having incrcased passage convorgencs,
however, was apparcntly diminishing with increasing impcller tin
gpeed.
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CONCLUSION

The volume flow capacity of a conventional-type radial-discharge
impeller may bo greatly increased by utilizing a rear shroud profile
of large radius of curvature and a large impeller axial depth to
give a gradual change in direction through the impeller passage.

Aircraft Engino Research Laboratory,
National Advisory Committoe for Aeronautics,
Cleveland, Ohio, Januvary 7, 1946. C—
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